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NEW CAST IN PLACE CONCRETE
WINGWALL  WITH PEDESTRIAN RAILING
(TYP. BOTH ENDS)

40 HL3
50HL8

REMOVE EXISTING STRUCTURE
(9.5m LONG 3.05m x 1.58m CONCRETE  BOX CULVERT & FOOTINGS

4.0m LONG 2.95m x 1.60m ELLIPTICAL CSP)

2-REMOVE 150Ø TREES

PLACE ONE LAYER OF RIVER STONE
ON 300 LAYER OF R-50 RIP RAP ON
CLASS II GEOTEXTILE (TYP)

REMOVE & REINSTATE EXISTING WOOD
DOCK AND STAIRS

(LOCATION TO BE CONFIRMED ON SITE)

ASPHALT MATCHLINEASPHALT MATCHLINE
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1000 WIDE ASPHALT MILLING
1000 WIDE ASPHALT MILLING

REMOVE & SALVAGE
LANDSCAPING STONES

PL PL PL
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PROTECT 500Ø TREE
REMOVE 1200Ø STUMP TO

FINISHED GRADE

PROTECT & SUPPORT POLE
DURING CONSTRUCTION
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SOLID WHITE

SOLID YELLOW

SOLID WHITE

1000 WIDE HL3
DRIVEWAY APRON

1000 WIDE HL3
DRIVEWAY APRON

174.24 174.19 174.15 174.10 174.08 174.00

PROP. SLOPE TOP

PROP. SLOPE TOP

GRADE BACKFILL TO MATCH EXISTING GROUND
FINISH WITH TOPSOIL, SEED & MULCH (TYP)

COFFERDAM (TO BE DESIGNED
BY CONTRACTOR, TYP)

150Ø SUBDRAIN W/ RODENT TRAPS (TYP)

EXISTING BURIED CONCRETE WINGWALLS(EXACT
DEPTH & DIMENSIONS UNKNOWN, TYP. 4 LOCATIONS)

150Ø WATERMAIN
(EXACT DEPTH & LOCATION ON
APPROACHES UNKNOWN)

RELOCATE EXISTING
STONES TO THE EAST

PROP. EDGE OF ASPHALT

150 GRANULAR 'M'
SHOULDER (TYP)

RELOCATED WOOD DOCK

MAINTAIN ACCESS FOR
HYDRANT AND MAIL BOX (TYP)

MAINTAIN ACCESS TO
DRIVEWAY (TYP)

MAINTAIN ACCESS TO
DOCKS (TYP)

PROP. EDGE OF ASPHALT

TAPER NEW EDGE OF ASPHALT 10m TO
MATCH EXISTING ROAD WIDTH (TYP)

MAINTAIN ACCESS FOR MAILBOX
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